
ICONS

Please ask for the Certifications 
VDE- / UL- / UR- / CSA

All products in this catalog are classified according to the EAN code  
(13 digits). The first 7 digits indicate the country (40 = Germany) and the 
manufacturer‘s code (11126 = HKL). The following six digits are the product 
code. Example EAN code of the product 1234P0701 = 40 11126 177138.

Hardware Information pages

Access

Disposal

New Installation instructions

Reference noteFast install

Side height in mm

Cover hole and depth in mm

metric connecting thread

Pg connection thread

Discontinued model

Halogen free

Silicon free Operation temperature range
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Protection type IP

Glow wire test
according to DIN EN 60695-2-10 / VDE 0471-2-10
according to DIN EN 60695-2-11 / VDE 0471-2-11

Compression strength in bar

Skirting trunking system SDK

Skirting trunking system T/SDK

P Electrotechnical Porcelain, non halogen Brass, bare CU CopperBrass, nickel-platedM01 M02

Die-cast zinc Asbestosfree fibre compositesZD FV

We assume no liability for possible colour deviations.

RAL RAL RAL RAL RAL RAL
1015 Light ivory 3002 Carmine red 6029 Mint green 7022 Umbra grey 9001 Creme 9005 Deep black

1016 Sulfur yellow 3003 Ruby red 7001 Silber grey 7030 Stone grey 9010 Jet black

1019 Grey beige 5010 Gentian blue 7011 Iron grey 7035 Light grey 9016 Traffic white

2004 Pure orange 6000 Patina green 7021 Black grey 8014 Sepia brown 9006 White aluminium

K01 PA - Polyamide, halogen-free

K02 PS - Polystyrene*, halogen-free, impact resistant

K03 PE - Polyethylene, halogen-free

K04 PP - Polypropylene, halogen-free

K05 PC - Polycarbonate, halogen-free

K06 SBR/NBR - Styrene Butadiene Nitrile Rubber, halogen-free

K07 CR - Neoprene (Chloroprene Rubber), halogenated

K08 NBR - Nitrile Butadiene Rubber, halogen-free

K09 PVC hard - Polyvinyl Chloride Hard, halogenated

K10 PVC - Polyvinyl Chloride Soft, halogenated

K11 ABS - Acrylnitrile Butadiene Styrene, halogen-free

K21 PUR - Polyurethanes, halogen-free

K14 POM - Polyoxymethylene, halogen-free

K15 SBR - Styrene Butadiene Rubber, halogen-free

K16 CR/NBR - Chloroprene/Nitrile Butadiene Rubber, halogenated

K17 CR/SBR - Chloroprene/Styrene Butadiene Rubber, halogenated

K18 TPE - Thermoplastic Elastomers, halogen-free

K19 FS 31 - Phenolic Resin, halogen-free

K20 SI - Silicone Rubber, halogen-free

K22 PET - Polyethylene Terephthalate, halogen-free

K12 ASA - Acrylic Acid Ester-Styrene-Acrylonitrile, halogen-free

K23 UP-GF - Glass Fiber Reinforced Polyester, halogen-free

K24 PBT - Polybuthylene Terephthalate, halogen-free

Plastics/Elastomer

* It is recommendable to attract the cable glands (made of this materials) only by hand, because of the danger of the tension crack formation.

Steel
B Steel, bare
V Steel, electro galvanised according to DIN EN ISO 19598 and DIN EN ISO 2081, blue passivated, (Replacement galvanised according to DIN EN ISO 4042)

Steel, electro galvanised according to DIN EN ISO 19598 and DIN EN ISO 2081, blue passivated and powdercoatedVC

Steel, electro galvanised according to DIN EN ISO 2081, blue passivated, top layer sealed

G Steel, electro galvanised according to DIN EN ISO 19598 and DIN EN ISO 2081, passivated, (Replacement galvanised according to DIN EN ISO 4042)

S Steel, pre-galvanised according to DIN EN 10346

F Steel, hot dip galvanised after fabrication (HDGAF) according to DIN EN ISO 1461 (Replacement according to DIN EN ISO 50 976)
Steel, black-oxide finishSB

FG Steel, geomet® galvanised

Epoxy Coating, halogen-freeC1
COLOR Steel, pre-galvanised and powdercoatedC

DV Steel, wire galvanised according to DIN EN 10244

VZL

E1 Material code: 1.4016
Stainless Steel
E2 Material code: 1.4310
E3

E5 Material code: 1.4571
E6 Material code: 1.4529

E4 Material code: 1.4401, 1.4404 E7 Material code: 1.4547
E8 Material code: 1.4430
E9 Material code: 1.4362

E10 Material code: 1.4307
E11

E12

Material code: 1.4034
Material code: 1.4462Material code: 1.4301, 1.4303


