
Data sheet 3VA9467-0EK11
FRONT MOUNTED ROTARY OPERATOR STANDARD
IEC IP30/40 ACCESSORY FOR: 3VA2 400/630

Model
product brand name SENTRON
Design of handle Gray
Protection class IP IP30

Product details
Product component / axis extension No
Product feature / lockable Yes

Accessories
accessories Direct rotary operating mechanism
Height mm 93.5
Depth mm 106

General Product
Approval

Declaration of
Conformity

other

sonstig
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_24162
https://support.industry.siemens.com/cs/WW/en/ps/3VA9467-0EK11/Certificate?ct=439&ci=3020&cao=591
https://support.industry.siemens.com/cs/WW/en/ps/3VA9467-0EK11/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3VA9467-0EK11/Certificate?ct=447&ci=502&cao=591


Further information
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://eb.automation.siemens.com/mall/en/WW/Catalog/Product/3VA94670EK11

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
http://support.automation.siemens.com/WW/view/en/3VA94670EK11/all

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VA94670EK11

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://ausschreibungstexte.siemens.com/tiplv
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