
LINEAR SURFACE DALI

EAN K IP IK Ra  (°C) PF

LN SF 600 P 18W 840 WT IP44 DALI 4058075733336 4000 44 08 110° 80 -20...+40 > 0.9 1.5 kg

LN SF 1200 P 32W 840 WT IP44 DALI 4058075733350 4000 44 08 110° 80 -20...+40 > 0.9 2.4 kg

LN SF 1500 P 45W 840 WT IP44 DALI 4058075733374 4000 44 08 110° 80 -20...+40 > 0.9 3.0 kg

LN SF 600 P 18W 830 WT IP44 DALI 4058075733398 3000 44 08 110° 80 -20...+40 > 0.9 1.5 kg

LN SF 1200 P 32W 830 WT IP44 DALI 4058075733411 3000 44 08 110° 80 -20...+40 > 0.9 2.4 kg

LN SF 1500 P 45W 830 WT IP44 DALI 4058075733435 3000 44 08 110° 80 -20...+40 > 0.9 3.0 kg

EAN l x w x h [mm] W VAC Hz lm lm/W

LN SF 600 P 18W 840 WT IP44 DALI 4058075733336 608 x 166 x 63 18 220-240 V 50/60 Hz 2466 137

LN SF 1200 P 32W 840 WT IP44 DALI 4058075733350 1176 x 166 x 63 32 220-240 V 50/60 Hz 4384 137

LN SF 1500 P 45W 840 WT IP44 DALI 4058075733374 1476 x 166 x 63 45 220-240 V 50/60 Hz 6165 137

LN SF 600 P 18W 830 WT IP44 DALI 4058075733398 608 x 166 x 63 18 220-240 V 50/60 Hz 2340 130

LN SF 1200 P 32W 830 WT IP44 DALI 4058075733411 1176 x 166 x 63 32 220-240 V 50/60 Hz 4160 130

LN SF 1500 P 45W 830 WT IP44 DALI 4058075733435 1476 x 166 x 63 45 220-240 V 50/60 Hz 5850 130
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n B16 C10 C16
DIM

LN SF 600 31 33 53

LN SF 1200 31 33 53

LN SF 1500 20 21 35

1x LN SF 2x LN SF ... nx LN SF
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