
TEC-MAR

art. 2158.MINERVA 2/P9

Mod  P9 Insulation class  Class I

Material  Made of sheet steel, painted with silver
epoxy polyester powders with fine
embossed finish, with pre-treatment of
phosphating and degreasing

Optics  White prepainted aluminum reflector,
microprismatic polycarbonate diffuser.

Installation  Watertight pendant or ceiling fixture
suitable for lighting large areas

Protection index  IP65

Ambient temperature (Ta)  -25 / +45 °C Power supply  220-240Vac 50/60Hz

Flicker  Flicker free (less than 3%) Trademarks and certifications  CE / UNI EN 60598-1:2015

Warranty  7 YEARS Luminous flux maintenance  L90-B10 (60.000h)-L80-B50 (100.000h)

Photobiological safety class  risk group: Exempt Beam angle  90°

LED Module  Removable (Class: D) Wiring  Removable

Art. + Mod. + °K + W-tot. + + Opt.
2158 P9 3 =3000°K-CRI80 10 37 68 EL =standard E1 =em. 1h

4 =3000°K-CRI80 21 46 72 LM =dim 1-10V E3 =em. 3h
5 =3000°K-CRI80 23 50 100 LD =dali  D1 =dali+em. 1h
6 =6500°K-CRI80 28 53 120 FC =fila continua VI =vetro infrangibile
9 =4000°K-CRI90 29 60 VA =vetro acidato

 

W-tot °K-CRI n°LED REPLACE LUMEN LED LUMEN OUTPUT Lm/W A(mm) B(mm) C(mm) Kg
10 4000K-CRI>80 1x32 1x18W fluo 1347 1010 101 185 660 75 5,5
21 4000K-CRI>80 1x64 2x18W fluo 3188 2391 114 185 660 75 5,5
23 4000K-CRI>80 1x64 1x36W fluo 3372 2529 110 185 1270 75 6,5
28 4000K-CRI>80 1x80 1x58W fluo 4438 3328 119 185 1570 75 7,7
29 4000K-CRI>80 2x64 2x24W fluo 4700 3525 122 185 660 75 5,5
37 4000K-CRI>80 1x128 2x36W fluo 6109 4581 124 185 1270 75 6,5
46 4000K-CRI>80 1x128 2x54W fluo 7999 5999 130 185 1270 75 6,5
50 4000K-CRI>80 1x128 2x54W fluo 8208 6156 123 185 1270 75 6,5
53 4000K-CRI>80 2x128 2x54W fluo 9065 6798 128 185 1270 75 6,5
60 4000K-CRI>80 1x160 2x58W fluo 9249 6936 116 185 1570 75 7,7
68 4000K-CRI>80 1x160 2x80W fluo 11152 8364 123 185 1570 75 7,7
72 4000K-CRI>80 1x160 2x80W fluo 11856 8892 124 185 1570 75 7,7
100 4000K-CRI>80 2x128 4x54W fluo 16612 12459 125 185 1270 75 6,5
120 4000K-CRI>80 2x160 4x80W fluo 20765 15573 130 185 1570 75 7,7

The luminous flux and the total power absorbed by the system have a tolerance of ± 10% with respect to the indicated values.

 • 3000K - CRI80 = -5.15% lm • 4000K - CRI80 = standard • 5000K - CRI80 = +1,46% lm • 6500K - CRI80 = 0% lm • 4000K - CRI90 = -15.08% lm
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